ASHING AND SANITIZING S‘rsr:ms..

ConrroL PANEL Tri-Crover Enp CLamps Hancing Baskers Basker WitH Parts

The COP-96-Combo is designed to safely and efficiently clean fittings, machine parts, valves and tubes in a recirculating wash tank
that provides continuous, turbulent, rolling, jet action. Versatility and cleaning effectiveness are provided by employing side jets,

end jets, or a combination of both - by opening or closing valves in the supply manifolds. This controlled action is ideal for cleaning
irregulary shaped parts of nearly any size or configuration. Radius corners and the lack of any protrusions in the inside of the wash
tank maximizes capacity and insures proper flow. The wash cycle is started by setting the wash timer and pressing the start button.
Water temperature is maintained through live steam injection or optional electric maintenance heating, Parts are placed directly in
the wash tank or immersed in an assortment of stainless baskets for ease of handling. Unit is supplied with two fixed casters and two
locking swivel casters for ease of portability and tri- clover clamps in supply lines for easy break down and cleaning. Construction is
#12 gauge, #304 stainless steel with continuous weld construction. Optional caustic upgrade package, wash down duty motor and
#316 stainless steel construction available,

MEET TODAY'S HIGH STANDARD OF CLEANLINESS AND
SANITATION FOR BOTH CUSTOMERS AMD REGULATORS.
STANDARDIZE YOUR CLEANING PROCESS. SAVE VALUABLE

* Rugged Stainless Steel Construction * Recirculating Water Conserves Chemicals
* Automatic Temperature Control * Portable with Casters

* Multiple Turbulation Pattern & [HHAATAI AVREN HRSEaS WATER, LABOR, ENERGY AND CHEMICAL EXPENSE.
* Steam or Electric Booster Heating  + Optional Caustic Upgrade Package Repuce container inventory. I DOUGLAS
= Fully Adjustable Cycle Times * Continuous Weld Construction INGREASE PRODUCTIVITY Bl co MCHME

* NEMA 4X Conirol Panel = One Year Parts & Labor Warranty






